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1
DC-DC CONVERTER

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to Chinese Patent Appli-
cation No. 201310140249.8, filed on Apr. 22, 2013, which is
hereby incorporated by reference in its entirety.

TECHNICAL FIELD

The present invention relates to the field of direct current
conversion, and in particular, to a DC-DC converter.

BACKGROUND

At present, for a DC-DC converter, a conversion mode
includes a boost type, a buck type, and a buck-boost type, and
an operational mode also includes a peak current mode, a
valley current mode, and a voltage mode, which have a fixed
frequency, and also includes a hysteresis mode which has a
non-fixed switching frequency. As a load has increasingly
high requirements on frequency components, a fixed switch-
ing frequency is essential, and is also critical. Therefore, a
current-type DC-DC converter and a voltage-type DC-DC
converter that have a fixed switching frequency are provided
in the prior art. The current-type DC-DC converter has a buck
type structure which works in a peak current mode. The
current-type DC-DC converter controls on and off of a power
tube through a current sampling circuit, a slope compensation
circuit, and an error amplifier. Although the objective of
implementing fixed switching frequency can be achieved, the
current-type DC-DC converter has a relatively complex cir-
cuit structure, high cost, and undesirable anti-noise capabil-
ity. The voltage-type DC-DC converter controls on and off of
a PMOS power tube and an NMOS power tube by using an
output level of a comparator, while the output of the compara-
tor is determined by both a sawtooth wave with a fixed fre-
quency and a level signal that is output by an error amplifier
after error comparison and amplification of an output feed-
back voltage; however, because the error amplifier is used,
large capacitance and large resistance are required to perform
third-order compensation on an output direct current, so that
the DC-DC converter has a complex structure and a large
occupied packaging area in circuit integration, which
increases the cost.

To sum up, an existing DC-DC converter can implement
fixed switching frequency control of a power tube, but has
undesirable anti-noise capability caused by a complex circuit
structure, and has an excessively large occupied packaging
area in a chip and increased cost in circuit integration.

SUMMARY

An objective of the present invention is to provide a DC-
DC converter to solve the problems that an existing DC-DC
converter can implement fixed switching frequency control of
apower tube, but has undesirable anti-noise capability caused
by a complex circuit structure, and has an excessively large
occupied packaging area in a chip and increased cost in circuit
integration.

The present invention is implemented as follows: A DC-
DC converter is connected to a direct current power supply,
and includes a PMOS power tube, an NMOS power tube, an
energy storage inductor L1, and a filter capacitor C1, where
the PMOS power tube and the NMOS power tube perform a
switching operation respectively according to a frequency of
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an input signal on a respective gate to perform voltage con-
version on a direct current output by the direct current power
supply, and the energy storage inductor [.1 and the filter
capacitor C1 perform voltage stabilization and filter process-
ing on the direct current after the voltage conversion per-
formed by the PMOS power tube and the NMOS power tube,
and output the direct current, and the DC-DC converter fur-
ther includes:

atriangular wave generation module, including a first input
terminal and a second input terminal connected to a first end
and a second end of the energy storage inductor L1, respec-
tively, and configured to generate a triangular wave signal
according to voltages at both ends of the energy storage
inductor L1; and

a switch control module, including an input terminal con-
nected to an output terminal of the triangular wave generation
module and an output terminal connected to both the gates of
the PMOS power tube and the NMOS power tube, and con-
figured to output a control level according to the triangular
wave signal to control a switching operation of the PMOS
power tube and the NMOS power tube according to a preset
switching frequency.

In the present invention, the DC-DC converter including
the triangular wave generation module and the switch control
module is adopted. The triangular wave generation module
generates a triangular wave signal according to voltages at
both ends of the energy storage inductor L1, and the switch
control module outputs a control level according to its inter-
nally generated clock signal and the triangular wave signal to
control a switching operation of the PMOS power tube and
the NMOS power tube according to a fixed switching fre-
quency, so as to implement preset switching frequency con-
trol of the PMOS power tube and the NMOS power tube,
simplify the circuit structure of the DC-DC converter while
ensuring voltage conversion of a direct current, improve anti-
noise capability, reduce an occupied packaging area of the
DC-DC converter in an integrated design of a chip, and fur-
ther reduce the cost of a chip, thereby solving the problem that
an existing DC-DC converter can implement fixed switching
frequency control of a power tube, but has undesirable anti-
noise capability caused by a complex circuit structure, and
has an excessively large occupied packaging area in a chip
and increased cost in circuit integration.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a structural diagram of a DC-DC converter pro-
vided by an embodiment of the present invention;

FIG. 2 shows an exemplary circuit structure of a DC-DC
converter provided by a first embodiment of the present
invention;

FIG. 3 shows an exemplary circuit structure of a DC-DC
converter provided by a second embodiment of the present
invention;

FIG. 4 shows an exemplary circuit structure of a DC-DC
converter provided by a third embodiment of the present
invention; and

FIG. 5 shows an exemplary circuit structure of a DC-DC
converter provided by a fourth embodiment of the present
invention.

DESCRIPTION OF EMBODIMENTS

To make the objective, technical solutions, and advantages
of the present invention more comprehensible, the present
invention is hereinafter further described in detail with refer-
ence to the accompanying drawings and embodiments. It
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should be understood that, specific embodiments described
herein are only used to explain the present invention, rather
than limiting the present invention.

In the embodiments of the present invention, a DC-DC
converter including a triangular wave generation module and
a switch control module is adopted. The triangular wave
generation module generates a triangular wave signal accord-
ing to voltages at both ends of an energy storage inductor L1,
and the switch control module outputs a control level accord-
ing to its internally generated clock signal and the triangular
wave signal to control a switching operation of a PMOS
power tube and an NMOS power tube according to a fixed
switching frequency, so as to implement preset switching
frequency control of the PMOS power tube and the NMOS
power tube, simplify the circuit structure of the DC-DC con-
verter while ensuring voltage conversion of a direct current,
improve anti-noise capability, reduce an occupied packaging
area ofthe DC-DC converter in an integrated design of a chip,
and further reduce the cost of a chip.

FIG. 1 shows a structure of a DC-DC converter provided by
an embodiment of the present invention, and for ease of
description, only the parts related to the embodiment of the
present invention are shown, and described below in detail:

A DC-DC converter is connected to a direct current power
supply 300, and includes a PMOS power tube Q1, an NMOS
power tube Q2, an energy storage inductor L1, and a filter
capacitor C1, where the PMOS power tube Q1 and the NMOS
power tube Q2 perform a switching operation respectively
according to a frequency of an input signal on a respective
gate to perform voltage conversion on a direct current output
by the direct current power supply 300, and the energy storage
inductor L1 and the filter capacitor C1 constitute a voltage
stabilization and filter circuit to perform voltage stabilization
and filter processing on the direct current after the voltage
conversion performed by the PMOS power tube Q1 and the
NMOS power tube Q2, and output the direct current.

The DC-DC converter further includes:

a triangular wave generation module 100, including a first
input terminal and a second input terminal connected to a first
end and a second end of the energy storage inductor L1,
respectively, and configured to generate a triangular wave
signal according to voltages at both ends of the energy storage
inductor L1; and

aswitch control module 200, where an input terminal of the
switch control module 200 is connected to an output terminal
of the triangular wave generation module 100, an output
terminal of the switch control module 200 is connected to
both the gates of the PMOS power tube Q1 and the NMOS
power tube Q2, the switch control module 200 outputs a
control level to the gates of the PMOS power tube Q1 and the
NMOS power tube Q2 according to the triangular wave signal
output by the triangular wave generation module 100, and the
control level is used to control a switching operation of the
PMOS power tube Q1 and the NMOS power tube Q2 accord-
ing to a preset switching frequency.

In the embodiment of the present invention, an output
terminal of the direct current power supply 300 is connected
to a drain of the PMOS power tube Q1, a drain of the NMOS
power tube Q2 and a source of the PMOS power tube Q1 are
jointly connected to the first end of the energy storage induc-
tor L1, a source of the NMOS power tube Q2 is grounded, a
positive electrode and a negative electrode of the filter capaci-
tor C1 are connected to the second end of the energy storage
inductor L1 and grounded, respectively, and the second end of
the energy storage inductor L1 is connected to a load 400.
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The specific implementation of the DC-DC converter is
described below in detail with reference to specific embodi-
ments

First Embodiment

FIG. 2 shows an exemplary circuit structure of a DC-DC
converter provided by the first embodiment of the present
invention, and for ease of description, only the parts related to
the first embodiment of the present invention are shown, and
described below in detail:

As an embodiment of the present invention, a triangular
wave generation module 100 includes a resistor R1, a resistor
R2, and an energy storage capacitor C2, where a first end of
the resistor R1 is connected to a first input terminal of the
triangular wave generation module 100, a second end of the
resistor R1 and a first end of the resistor R2 are jointly con-
nected to a positive electrode of the energy storage capacitor
C2, a second end of the resistor R2 is grounded, and the
positive electrode and a negative electrode of the energy
storage capacitor C2 are connected to an output terminal and
a second input terminal of the triangular wave generation
module 100, respectively.

As an embodiment of the present invention, a switch con-
trol module 200 includes:

a first comparator COMP1, a first RS trigger TRG1, a first
slope compensation circuit 201, a first reference voltage
source 202, and a first clock signal source 203.

A non-inverting input terminal of the first comparator
COMP1 is connected to an input terminal of the switch con-
trol module 200, a positive power supply terminal and a
negative power supply terminal of the first comparator
COMP1 are connected to a +5 V direct current power supply
and grounded, respectively, an input terminal of the first slope
compensation circuit 201 is connected to the non-inverting
input terminal of the first comparator COMP1, an output
terminal of the first slope compensation circuit 201 and an
output terminal of the first reference voltage source 202 are
jointly connected to an inverting input terminal of the first
comparator COMP1, a first input terminal S and a second
input terminal R of the first RS trigger TRG1 are connected to
an output terminal of the first comparator COMP1 and an
output terminal of the first clock signal source 203, respec-
tively, a first output terminal Q of the first RS trigger TRG1 is
connected to an output terminal of the switch control module
200, and a second output terminal Q of the first RS trigger
TRG1 is floating. The first slope compensation circuit 201 is
a common slope compensation signal generation circuit, and
the slope value of a slope compensation signal generated by
the first slope compensation circuit 201 changes with that of
a falling edge of a triangular wave signal generated by the
triangular wave generation module 100; the first reference
voltage source 202 is a common reference voltage generation
circuit, and is configured to output a reference voltage signal
with a fixed voltage value; and the first clock signal source
203 is a common clock signal generation circuit, and is con-
figured to output a clock signal with a fixed frequency.
Herein, the first slope compensation circuit 201 is used to
generate a slope compensation signal for overcoming the
problem that the signal output of the first comparator COMP1
is affected by subharmonic oscillation, so as to improve the
working stability of the first comparator COMP1, and ensure
accurate on and off control of the PMOS power tube Q1 and
the NMOS power tube Q2 by the first RS trigger TRG1.
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The DC-DC converter is further described with reference
to its working principle:

When working, the resistor R1 and the resistor R2 divide
the voltage of the first end of the energy storage inductor 1,
and then output the voltage to the positive electrode of the
energy storage capacitor C2, while the negative electrode of
the energy storage capacitor C2 also obtains a voltage from
the second end of the energy storage inductor [1; a triangular
wave generation circuit formed of the resistor R1, the resistor
R2, and the energy storage capacitor C2 generates a triangular
wave signal according to the voltage V1 of the first end and
the voltage Vo of the second end of the energy storage induc-
tor L1, and outputs the triangular wave signal to the first
comparator COMP1 and the first slope compensation circuit
201; then the first slope compensation circuit 201 outputs a
slope compensation signal according to its internally preset
natural frequency and the triangular wave signal; the slope
compensation signal is superposed with a reference voltage
signal output by the first reference voltage source 202 and
enters the inverting input terminal of the first comparator
COMP1; and the first comparator COMP1 compares the volt-
age of its non-inverting input terminal with the voltage of its
inverting input terminal, and outputs a level signal to the first
input terminal S of the first RS trigger TRG1 accordingly. As
the voltage of the non-inverting input terminal of the first
comparator COMP1 changes with the triangular wave signal,
the signals output by the first comparator COMP1 continu-
ously are also pulse signals formed by a combination of high
and low levels according to a duty ratio. According to the
characteristics of the RS trigger, its logical truth table is as
follows:

=
vl

Qo

=

Qust

Q
B

Qourt

0 0 0 0 1 1
0 0 1 1 0 0
1 0 0 0 1 1
1 0 1 0 0 1
0 1 0 1 1 0
0 1 1 1 0 0
1 1 0 — 1 —
1 1 1 — 0 —

In the table, according to the characteristics of the RS
trigger, the first input terminal S and the second input terminal
R of the first RS trigger TRG1 cannot be set to 1 at the same
time; otherwise, output uncertainties of the first RS trigger
TRG1 occur. The slope compensation signal determines the
signal frequencies of the non-inverting input terminal and the
inverting input terminal of the first comparator COMP1, and
therefore determines the output frequency of the first com-
parator COMP1. Therefore, in the embodiment of the present
invention, in order that the first clock signal source 203 and
the first comparator COMP1 do not simultaneously output
high levels within the same pulse width time, the frequency of
the clock signal output by the first clock signal source 203 is
different from that of the slope compensation signal. When
the first comparator COMP1 outputs a high level (that is, the
first input terminal S ofthe first RS trigger TRG1 is setto 1),
no matter whether the first clock signal source 203 outputs a
high level or low level clock signal (that is, a setting signal of
the second input terminal R of the first RS trigger TRG1), the
first output terminal Q of the first RS trigger TRG1 outputs a
high level to control cut-off of the PMOS power tube Q1 and
turn-on of the NMOS power tube Q2; when the first clock
signal source 203 outputs a high level (that is, the second
input terminal R of the first RS trigger TRG1 is setto 1) clock
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signal, no matter whether the first comparator COMP1 out-
puts a high level or low level, the first output terminal Q of the
first RS trigger TRG1 outputs a low level to control turn-on of
the PMOS power tube Q1 and cut-off of the NMOS power
tube Q2. By using the first RS trigger TR(G1 to control an on
and off operation of the PMOS power tube Q1 and the NMOS
power tube Q2 according to the fixed frequency (that is, the
preset switching frequency), in combination with the energy
storage inductor L1, the objective of voltage conversion of the
direct current output by the direct current power supply 300 is
achieved.

Second Embodiment

FIG. 3 shows an exemplary circuit structure of a DC-DC
converter provided by the second embodiment of the present
invention, and for ease of description, only the parts related to
the second embodiment of the present invention are shown,
and described below in detail:

As an embodiment of the present invention, a triangular
wave generation module 100 includes:

a resistor R3, an energy storage capacitor C3, an energy
storage capacitor C4, a resistor R4, and a resistor R5.

A first end of the resistor R3 is connected to a first input
terminal of the triangular wave generation module 100, a
second end of the resistor R3 is connected to a negative
electrode of the energy storage capacitor C3, a positive elec-
trode of the energy storage capacitor C3 is connected to an
output terminal of the triangular wave generation module
100, a negative electrode of the energy storage capacitor C4 is
connected to a first end of the resistor R4, the first end of the
resistor R4 is connected to a second input terminal of the
triangular wave generation module 100, a second end of the
resistor R4, a positive electrode of the energy storage capaci-
tor C4, and a first end of the resistor R5 are jointly connected
to the positive electrode of the energy storage capacitor C3,
and a second end of the resistor R5 is grounded.

The internal structure of a switch control module 200 in the
DC-DC converter provided by the embodiment is the same as
that provided by the first embodiment of the present inven-
tion, so details are no longer provided.

The DC-DC converter is further described with reference
to its working principle:

When working, a triangular wave generation circuit
formed of the resistor R3, the energy storage capacitor C3, the
energy storage capacitor C4, the resistor R4, and the resistor
R5 generates a triangular wave signal according to the voltage
V1 of the first end and the voltage Vo of the second end of the
energy storage inductor L1, and outputs the triangular wave
signal to the first comparator COMP1 and the first slope
compensation circuit 201; then the first slope compensation
circuit 201 outputs a slope compensation signal according to
its internally preset natural frequency and the triangular wave
signal; the slope compensation signal is superposed with a
reference voltage signal output by the first reference voltage
source 202 and enters the inverting input terminal of the first
comparator COMP1; and the first comparator COMP1 com-
pares the voltage of its non-inverting input terminal with the
voltage of its inverting input terminal, and outputs a level
signal to the first input terminal S of'the first RS trigger TRG1
accordingly. As can be seen from the foregoing description, it
is known that, as the voltage of the non-inverting input ter-
minal of the first comparator COMP1 changes with the trian-
gular wave signal, the signals output by the first comparator
COMP1 continuously are also pulse signals formed by a
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combination of high and low levels according to a duty ratio.
According to the characteristics of the RS trigger, its logical
truth table is as follows:

R S Qx Qe Q' Qs
0 0 0 0 1 1

0 0 1 1 0 0

1 0 0 0 1 1

1 0 1 0 0 1

0 1 0 1 1 0

0 1 1 1 0 0

1 1 0 — 1 —
1 1 1 — 0 —

In the table, according to the characteristics of the RS
trigger, the first input terminal S and the second input terminal
R of the first RS trigger TRG1 cannot be set to 1 at the same
time; otherwise, output uncertainties of the first RS trigger
TRG1 occur. The slope compensation signal determines the
signal frequencies of the non-inverting input terminal and the
inverting input terminal of the first comparator COMP1, and
therefore determines the output frequency of the first com-
parator COMP1. Therefore, in the embodiment of the present
invention, in order that the first clock signal source 203 and
the first comparator COMP1 do not simultaneously output
high levels within the same pulse width time, the frequency of
the clock signal output by the first clock signal source 203 is
different from that of the slope compensation signal. When
the first comparator COMP1 outputs a high level (that is, the
first input terminal S ofthe first RS trigger TRG1 is setto 1),
no matter whether the first clock signal source 203 outputs a
high level or low level clock signal (that is, a setting signal of
the second input terminal R of the first RS trigger TRG1), the
first output terminal Q of the first RS trigger TRG1 outputs a
high level to control cut-off of the PMOS power tube Q1 and
turn-on of the NMOS power tube Q2; when the first clock
signal source 203 outputs a high level (that is, the second
input terminal R of the first RS trigger TRG1 is setto 1) clock
signal, no matter whether the first comparator COMP1 out-
puts a high level or low level, the first output terminal Q of the
first RS trigger TRG1 outputs a low level to control turn-on of
the PMOS power tube Q1 and cut-off of the NMOS power
tube Q2. By using the first RS trigger TRG1 to control an on
and off operation of the PMOS power tube Q1 and the NMOS
power tube Q2 according to the fixed frequency (that is, the
preset switching frequency), in combination with the energy
storage inductor L1, the objective of voltage conversion of the
direct current output by the direct current power supply 300 is
achieved.

Third Embodiment

FIG. 4 shows an exemplary circuit structure of a DC-DC
converter provided by the third embodiment of the present
invention, and for ease of description, only the parts related to
the third embodiment of the present invention are shown, and
described below in detail:

The internal structure of a triangular wave generation mod-
ule 100 in the DC-DC converter provided by the embodiment
is the same as that provided by the first embodiment of the
present invention, so details are no longer provided.

As an embodiment of the present invention, a switch con-
trol module 200 includes:

a second comparator COMP2, a second RS trigger TRG2,
a second slope compensation circuit 210, a second reference
voltage source 220, and a second clock signal source 230.
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An inverting input terminal of the second comparator
COMP2 is connected to an input terminal of the switch con-
trol module 200, a positive power supply terminal and a
negative power supply terminal of the second comparator
COMP2 are connected to a +5 V direct current power supply
and grounded, respectively, an input terminal of the second
slope compensation circuit 210 is connected to the inverting
input terminal of the second comparator COMP2, an output
terminal of the second slope compensation circuit 210 and an
output terminal of the second reference voltage source 220
are jointly connected to a non-inverting input terminal of the
second comparator COMP2, a first input terminal S and a
second input terminal R of the second RS trigger TRG2 are
connected to an output terminal of the second clock signal
source 230 and an output terminal of the second comparator
COMP2, respectively, a first output terminal Q of the second
RS trigger TRG2 is connected to an output terminal of the
switch control module 200, and a second output terminal Q of
the second RS trigger TRG2 is floating. The second slope
compensation circuit 210 is a common slope compensation
signal generation circuit, and the slope value of a slope com-
pensation signal generated by the second slope compensation
circuit 210 changes with that of a falling edge of a triangular
wave signal generated by the triangular wave generation
module 100; the second reference voltage source 220 is a
common reference voltage generation circuit, and is config-
ured to output a reference voltage signal with a fixed voltage
value; and the second clock signal source 230 is a common
clock signal generation circuit, and is configured to output a
clock signal with a fixed frequency. Herein, the second slope
compensation circuit 210 is used to generate a slope compen-
sation signal for overcoming the problem that the signal out-
put of the second comparator COMP2 is affected by subhar-
monic oscillation, so as to improve the working stability of
the second comparator COMP2, ensure accurate on and off
control of the PMOS power tube Q1 and the NMOS power
tube Q2 by the second RS trigger TRG2.

The DC-DC converter is further described with reference
to its working principle:

When working, the resistor R1 and the resistor R2 divide
the voltage of the first end of the energy storage inductor L1,
and then output the voltage to the positive electrode of the
energy storage capacitor C2, while the negative electrode of
the energy storage capacitor C2 also obtains a voltage from
the second end of the energy storage inductor [.1; a triangular
wave generation circuit formed of the resistor R1, the resistor
R2, and the energy storage capacitor C2 generates a triangular
wave signal according to the voltage V1 of the first end and
the voltage Vo of the second end of the energy storage induc-
tor L1, and outputs the triangular wave signal to the second
comparator COMP2 and the second slope compensation cir-
cuit 210; then the second slope compensation circuit 210
outputs a slope compensation signal according to its inter-
nally preset natural frequency and the triangular wave signal;
the slope compensation signal is superposed with a reference
voltage signal output by the second reference voltage source
220 and enters the non-inverting input terminal of the second
comparator COMP2; then the second comparator COMP2
compares the voltage of its non-inverting input terminal with
the voltage of its inverting input terminal, and outputs a level
signal to the second input terminal R of the second RS trigger
TRG2 accordingly. As can be seen from the foregoing
description, it is known that, as the voltage of the inverting
input terminal of the second comparator COMP2 changes
with the triangular wave signal, the signals output by the
second comparator COMP2 continuously are also pulse sig-
nals formed by a combination of high and low levels accord-
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ing to a duty ratio. According to the characteristics of the RS
trigger, its logical truth table is as follows:

R S Qx Qe Q' Qs
0 0 0 0 1 1

0 0 1 1 0 0

1 0 0 0 1 1

1 0 1 0 0 1

0 1 0 1 1 0

0 1 1 1 0 0

1 1 0 — 1 —
1 1 1 — 0 —

In the table, according to the characteristics of the RS
trigger, the first input terminal S and the second input terminal
R ofthe second RS trigger TRG2 cannot be setto 1 at the same
time; otherwise, output uncertainties of the second RS trigger
TRG2 occur. The slope compensation signal determines the
signal frequencies of the non-inverting input terminal and the
inverting input terminal of the second comparator COMP2,
and therefore determines the output frequency of the second
comparator COMP2. Therefore, in the embodiment of the
present invention, in order that the second clock signal source
230 and the second comparator COMP2 do not simulta-
neously output high levels within the same pulse width time,
the frequency of the clock signal output by the second clock
signal source 230 is different from that of the slope compen-
sation signal. When the second comparator COMP2 outputs a
high level (that is, the second input terminal R of the second
RS trigger TRG2 is set to 1), no matter whether the second
clock signal source 230 outputs a high level or low level clock
signal (that is, a setting signal of the first input terminal S of
the second RS trigger TR(G2), the first output terminal Q of
the second RS trigger TRG2 outputs a low level to control
turn-on of the PMOS power tube Q1 and cut-off of the NMOS
power tube Q2; and when the second clock signal source 230
outputs a high level (that is, the first input terminal S of the
second RS trigger TRG2 is set to 1) clock signal, no matter
whether the second comparator COMP2 outputs a high level
or low level, the first output terminal Q of the second RS
trigger TRG2 outputs a high level to control cut-off of the
PMOS power tube Q1 and turn-on of the NMOS power tube
Q2. By using the second RS trigger TRG2 to control an on and
off operation of the PMOS power tube Q1 and the NMOS
power tube Q2 according to the fixed frequency (that is, the
preset switching frequency), in combination with the energy
storage inductor L1, the objective of voltage conversion of the
direct current output by the direct current power supply 300 is
achieved.

Fourth Embodiment

FIG. 5 shows an exemplary circuit structure of a DC-DC
converter provided by the fourth embodiment of the present
invention, and for ease of description, only the parts related to
the fourth embodiment of the present invention are shown,
and described below in detail:

The internal structure of a triangular wave generation mod-
ule 100 in the DC-DC converter provided by the embodiment
is the same as that provided by the second embodiment of the
present invention, and the internal structure of a switch con-
trol module 200 in the embodiment is consistent with that
provided by the third embodiment of the present invention, so
details are no longer provided.
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The DC-DC converter is further described with reference
to its working principle:

When working, a triangular wave generation circuit
formed of a resistor R3, an energy storage capacitor C3, an
energy storage capacitor C4, a resistor R4, and a resistor R5
generates a triangular wave signal according to the voltage
LX ofthe first end and the voltage Vo of the second end of the
energy storage inductor L1, and outputs the triangular wave
signal to the second comparator COMP2 and the second slope
compensation circuit 210; then the second slope compensa-
tion circuit 210 outputs a slope compensation signal accord-
ing to its internally preset natural frequency and the triangular
wave signal; the slope compensation signal is superposed
with a reference voltage signal output by the second reference
voltage source 220 and enters the non-inverting input termi-
nal of the second comparator COMP2; then the second com-
parator COMP2 compares the voltage of its non-inverting
input terminal with the voltage of its inverting input terminal
and outputs a level signal to the second input terminal R ofthe
second RS trigger TRG2 accordingly. As can be seen from the
foregoing description, it is known that, as the voltage of the
inverting input terminal of the second comparator COMP2
changes with the triangular wave signal, the signals output by
the second comparator COMP2 continuously are also pulse
signals formed by a combination of high and low levels
according to a duty ratio. According to the characteristics of
the RS trigger, its logical truth table is as follows:

R 5 Q. Quit Q. Qi
0 0 0 0 1 1

0 0 1 1 0 0

1 0 0 0 1 1

1 0 1 0 0 1

0 1 0 1 1 0
0 1 1 1 0 0

1 1 0 — 1 —
1 1 1 — 0 —

In the table, according to the characteristics of the RS
trigger, the first input terminal S and the second input terminal
R ofthe second RS trigger TRG2 cannotbe setto 1 at the same
time; otherwise, output uncertainties of the second RS trigger
TRG2 occur. The slope compensation signal determines the
signal frequencies of the non-inverting input terminal and the
inverting input terminal of the second comparator COMP2,
and therefore determines the output frequency of the second
comparator COMP2. Therefore, in the embodiment of the
present invention, in order that the second clock signal source
230 and the second comparator COMP2 do not simulta-
neously output high levels within the same pulse width time,
the frequency of the clock signal output by the second clock
signal source 230 is different from that of the slope compen-
sation signal. When the second comparator COMP2 outputs a
high level (that is, the second input terminal R of the second
RS trigger TRG2 is set to 1), no matter whether the second
clock signal source 230 outputs a high level or low level clock
signal (that is, a setting signal of the first input terminal S of
the second RS trigger TR(G2), the first output terminal Q of
the second RS trigger TRG2 outputs a low level to control
turn-on ofthe PMOS power tube Q1 and cut-off of the NMOS
power tube Q2; and when the second clock signal source 230
outputs a high level (that is, the first input terminal S of the
second RS trigger TRG2 is set to 1) clock signal, no matter
whether the second comparator COMP2 outputs a high level
or low level, the first output terminal Q of the second RS
trigger TRG2 outputs a high level to control cut-off of the
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PMOS power tube Q1 and turn-on of the NMOS power tube
Q2. By using the second RS trigger TRG2 to control an on and
off operation of the PMOS power tube Q1 and the NMOS
power tube Q2 according to the fixed frequency (that is, the
preset switching frequency), in combination with the energy
storage inductor L1, the objective of voltage conversion of the
direct current output by the direct current power supply 300 is
achieved.

In the embodiment of the present invention, a DC-DC
converter including a triangular wave generation module 100
and a switch control module 200 is adopted. The triangular
wave generation module 100 generates a triangular wave
signal according to voltages at both ends of the energy storage
inductor L1, and the switch control module 200 outputs a
control level according to its internally generated clock signal
and the triangular wave signal to control a switching opera-
tion of a PMOS power tube Q1 and an NMOS power tube Q2
according to a fixed switching frequency, so as to implement
preset switching frequency control of the PMOS power tube
Q1 and the NMOS power tube Q2, simplify the circuit struc-
ture of the DC-DC converter while ensuring voltage conver-
sion of a direct current, improve anti-noise capability, reduce
an occupied packaging area of the DC-DC converter in an
integrated design of a chip, and further reduce the cost of a
chip, thereby solving the problem that an existing DC-DC
converter can implement fixed switching frequency control of
apower tube, but has undesirable anti-noise capability caused
by a complex circuit structure, and has an excessively large
occupied packaging area in a chip and increased cost in circuit
integration.

The foregoing descriptions are merely exemplary embodi-
ments of the present invention, but are not intended to limit
the present invention. Any modifications, equivalent substi-
tutions, and improvements made within the spirit and prin-
ciple of the present invention shall fall within the protection
scope of the present invention.

What is claimed is:

1. A DC-DC converter, connected to a direct current power
supply, and comprising a PMOS power tube, an NMOS
power tube, an energy storage inductor L1, and a filter capaci-
tor C1, wherein the PMOS power tube and the NMOS power
tube perform a switching operation respectively according to
a frequency of an input signal on a respective gate to perform
voltage conversion on a direct current output by the direct
current power supply, and the energy storage inductor L1 and
the filter capacitor C1 perform voltage stabilization and filter
processing on the direct current after the voltage conversion
performed by the PMOS power tube and the NMOS power
tube, and output the direct current on which the voltage sta-
bilization and the filter processing have been performed, and
the DC-DC converter further comprises:

a triangular wave generation module, comprising a first

input terminal and a second input terminal connected to
a first end and a second end of the energy storage induc-
tor L1, respectively, and configured to generate a trian-
gular wave signal according to voltages at both ends of
the energy storage inductor [.1; and

a switch control module, comprising an input terminal

connected to an output terminal of the triangular wave
generation module and an output terminal connected to
both the gate ofthe PMOS power tube and the gate ofthe
NMOS power tube, and configured to output a control
level according to the triangular wave signal to control a
switching operation of the PMOS power tube and the
NMOS power tube according to a preset switching fre-
quency, wherein the switch control module comprises a
slope compensation circuit that generates a slope com-
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pensation signal based on the triangular wave signal
generated by the triangular wave generation module,
wherein a slope value of the slope compensation signal
changes with that of a falling edge of the triangular wave
signal generated by the triangular wave generation mod-
ule.

2. The DC-DC converter according to claim 1, wherein the
triangular wave generation module comprises a resistor R1, a
resistor R2, and an energy storage capacitor C2, wherein a
first end of the resistor R1 is connected to the first input
terminal of the triangular wave generation module, a second
end of the resistor R1 and a first end of the resistor R2 are
jointly connected to a positive electrode of the energy storage
capacitor C2, a second end of the resistor R2 is grounded, and
the positive electrode and a negative electrode of the energy
storage capacitor C2 are connected to the output terminal and
the second input terminal of the triangular wave generation
module, respectively.

3. The DC-DC converter according to claim 1, wherein the
switch control module further comprises: a first comparator,
a first Reset-Set (RS) trigger, a first reference voltage source,
and a first clock signal source, wherein the slope compensa-
tion circuit comprises a first slope compensation circuit and
wherein:

a non-inverting input terminal of the first comparator is
connected to the input terminal of the switch control
module,

a positive power supply terminal and a negative power
supply terminal of the first comparator are connected to
a +5 V direct current power supply and grounded,
respectively,

an input terminal of the first slope compensation circuit is
connected to the non-inverting input terminal of the first
comparator,

an output terminal of the first slope compensation circuit
and an output terminal of the first reference voltage
source are jointly connected to an inverting input termi-
nal of'the first comparator,

a first input terminal and a second input terminal of the first
RS trigger are connected to an output terminal of the first
comparator and an output terminal of the first clock
signal source, respectively,

a first output terminal of the first RS trigger is connected to
the output terminal of the switch control module, and

a second output terminal of the first RS trigger is floating.

4. The DC-DC converter according to claim 1, wherein the
triangular wave generation module comprises:

a resistor R3, an energy storage capacitor C3, an energy
storage capacitor C4, a resistor R4, and a resistor R5,
wherein:

a first end of the resistor R3 is connected to the first input
terminal of the triangular wave generation module, a
second end of the resistor R3 is connected to a negative
electrode of the energy storage capacitor C3, a positive
electrode of the energy storage capacitor C3 is con-
nected to the output terminal of the triangular wave
generation module, a negative electrode of the energy
storage capacitor C4 is connected to a first end of the
resistor R4, the first end of the resistor R4 is connected to
the second input terminal of the triangular wave genera-
tion module, a second end of the resistor R4, a positive
electrode of the energy storage capacitor C4, and a first
end of the resistor R5 are jointly connected to the posi-
tive electrode of the energy storage capacitor C3, and a
second end of the resistor R5 is grounded.

5. The DC-DC converter according to claim 1, wherein the

switch control module comprises: a second comparator, a
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second Reset-Set (RS) trigger, a second reference voltage
source, and a second clock signal source, wherein the slope
compensation circuit comprises a second slope compensation
circuit and wherein:

an inverting input terminal of the second comparator is 5
connected to the input terminal of the switch control
module,

a positive power supply terminal and a negative power
supply terminal of the second comparator are connected
to a +5 V direct current power supply and grounded, 10
respectively,

an input terminal of the second slope compensation circuit
is connected to the inverting input terminal of the second
comparator,

an output terminal of the second slope compensation cir- 15
cuit and an output terminal of the second reference volt-
age source are jointly connected to a non-inverting input
terminal of the second comparator,

a first input terminal and a second input terminal of the
second RS trigger are connected to an output terminal of 20
the second clock signal source and an output terminal of
the second comparator, respectively,

afirst output terminal of the second RS trigger is connected
to the output terminal of the switch control module, and

a second output terminal of the second RS trigger is float- 25
ing.



